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Product code: GF-BA-440-127  

Description of style: Biaxial-Glass-Fabric-440g-127cm 

Threads of stabilization in 0°(E-Glass 68tex) and 90°(E-Glass 68tex) 

CONSTRUCTION AREAL-WEIGHT 
[g/m²] 

TOLERANCE 
[+/-%] 

MATERIAL LINEAR DENSITY 
tex 

upper side 

+45° 217 5 E-Glass   300 

-45° 217 5 E-Glass   300 

lower side 

STITCHING: 6 5 PES 76 dtex 

BINDER: Warp GAUGES: 5 

WIDTH: 1270 mm or in tapes STITCH LENGTH: 2.60 mm 

TOTAL AREAL WEIGHT: 442 g/m² TOTAL TOLERANCE: 5.0 % 
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TECHNICAL DATA SHEET

BIAXIAL GLASS CLOTH 440GSM

Disclaimer

This data is not to be used for specifications. Values listed are for typical properties and should not be considered minimum or 
maximum.

Our technical advice, whether verbal or in writing, is given in good faith but Easy Composites Ltd gives no warranty; express or 
implied, and all products are sold upon condition that purchasers will make their own tests to determine the quality and 
suitability of the product for their particular application and circumstances.

Easy Composites Ltd shall be in no way responsible for the proper use and service of the product, nor for the safeguarding of 
personnel or property, all of which is the duty of the user. Any information or suggestions are without warranty of any kind and 
purchasers are solely responsible for any loss arising from the use of such information or suggestions. No information or 
suggestions given by us shall be deemed to be a recommendation to use any product in conflict with any existing patent rights. 
Before using any of our products, users should familiarise themselves with the relevant technical and safety datasheets provided by 
Easy Composites Ltd.


