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Key Features
•	 Precision engineered & individually tested

•	 Easy-to-use, reliable operation

•	 Clear lid for excellent visibility

•	 Convenient lid handle and storage

•	 Separate vac and inlet valves

•	 Option for unrestricted 1/2” BSP 
connection

Description
DC-26S is a high quality vacuum degassing chamber engineered 
to offer the highest standards of performance, reliability and 
ease-of-use. This professional quality chamber is equally at home 
in a small studio, university lab or busy industrial environment.

Engineered for Performance and Reliability
The chamber is manufactured from sturdy 4mm mild-steel and 
finished with a durable grey powder-coating. A clear 20mm 
acrylic lid provides perfect visibility into the chamber during 
the degassing operation whilst a custom silicone seal ensures 
reliable and fast sealing of the chamber.

The lid includes a handle for easy removal and is designed so 
that it can be hung safely on the back of the chamber during 
loading and unloading.

Valve Configuration
The air-inlet valve is fitted with an inline filter to moderate 
airflow and prevent airborne contamination from being drawn 
until the chamber during re-pressurisation. 

The vacuum side is also valved meaning the chamber can be 
isolated from the pump when the pump is not running; essential 
for vacuum pumps that do not feature an integral non-return 
valve. 

The vacuum valve is supplied fitted with an 8mm hose-tail barb 
fitting and length of high quality 8mm ID silicone hose for easy 
connection to your vacuum pump.

Option for 1/2” BSP Vacuum Connection
Should you wish to connect the chamber to a high capacity 
vacuum pump using 1/2” ID hose and fittings, simply remove the 
reducing bush on the vacuum port to utilise the larger diameter 
1/2” ID port (½” BSP fitting).

Recommended Uses
•	 Casting Resins (polyurethane, epoxy)

•	 All RTV Silicone Rubbers

•	 Material Research & Development



Disclaimer 
This data is not to be used for specifications. Values listed are for typical properties and should not be considered minimum or maximum. Our technical advice, whether verbal or in writing, 
is given in good faith but Easy Composites Ltd gives no warranty; express or implied, and all products are sold upon condition that purchasers will make their own tests to determine the 
quality and suitability of the product for their particular application and circumstances.
Easy Composites Ltd shall be in no way responsible for the proper use and service of the product, nor for the safeguarding of personnel or property, all of which is the duty of the user. Any 
information or suggestions are without warranty of any kind and purchasers are solely responsible for any loss arising from the use of such information or suggestions. No information or 
suggestions given by us shall be deemed to be a recommendation to use any product in conflict with any existing patent rights. Before using any of our products, users should familiarise 
themselves with the relevant technical and safety datasheets provided by Easy Composites Ltd.
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Incompatible Materials
Whilst clear acrylic provides the best combination of clarity, 
durability and practicality for the vast majority of applications, it 
is highly susceptible to attack from solvents such as acetone and 
styrene, and acrylic compounds such as methacrylate ester. This 
is true for all potential lid materials (such as Plexiglass, Perspex 
and polycarbonate).

For this reason, the chamber must NOT be used for the 
degassing of acrylic resins (such as ‘Cactus Juice’ methacrylate) 
or styrene-borne resins such as polyesters and vinylesters. Use 
of the chamber to degas such materials will weaken the integrity 
of the lid and ultimately result in failure.

Specification

A full set of spares is available. DC-26S does not include a 
vacuum pump. Complete kits - including vacuum pump - are 
also available.

Property Value
Chamber Internal Dimensions (h x ø) 350 x 295mm

Chamber Internal Capacity (total) 26 litres

Recommended Degassing Capacity 6 litres

Overall Dimensions (l x w x h) 420 x 395 x 330mm

Total Weight 14.5 kg

Construction 4mm mild steel

Powdercoat Colour RAL 7036

Seal Material Silicone

Gauge 50mm glycerine filled

Vacuum Hose (Included) 1.5m x 8mm ID (12mm OD)

Air-inlet Port 1/4” BSP/G

Vacuum Port 1/4” BSP/G (standard)
1/2” BSP/G (bush removed)


